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2LEITGIRIAI VILLAGE
At the moment there 
are 40 households 
with 104 inhabitants

Poultry farm. Previously with 
a slaughterhouse and meat 
processing facilities (no 
longer operational)

Site of the WWTP



3The old WWTP
Mechanical pretreatment, 
sand/grit separation

Oxidation ditch

Aerated pond

Biological pond

Built in 1991m.
Design parameters:
V Inflow ς200m³/d;
VPE ς1777.
Discharge into ςLeitŤ



4Main problems of the 
old system I

The previous WWTP was designed for much 
greater contamination loads that were no 
more after the closure of theslaughterhouse 
at the poultry farm. The whole system had 
to work with below minimum loading which 
had a great negative effect to the 
performance of the WWTP.
The capacity of the system was scaled down 
and tuned to meet current demands.



5Main problems of the old system II

All the treatment steps were open (without covering 
or insulation) so during the cold season (October -
!ǇǊƛƭύ ǿŜǊŜƴΩǘ ƻǇŜǊŀǘƛƻƴŀƭΦ
The new system doesnôt share this weakness and can 
sustain stable performance and treatment efficiency.



6Main problems of the old system III

The process required constant maintenance and daily 
visits of the service staff. Changing the operation 
modes (decantation) had to be done manually.


